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Abstract
In heavy-ion inertial-confinement fusion systems, intense beams of ions must be
transported from the exit of the final focus magnet system through the fusion chamber to
hit spots on the target with radii of about 2 mm. For the heavy-ion-fusion power-plant
scenarios presently favored in the US, a substantial fraction of the ion-beam space charge
must be neutralized during this final transport. The most effective neutralization
technique found in numerical simulations is to pass each beam through a low-density
plasma after the final focusing. To provide quantitative comparisons of these theoretical
predictions with experiment, the Virtual National Laboratory for Heavy Ion Fusion has
completed the construction and has begun experimentation with the Neutralized
Transport Experiment (NTX).  The experiment consists of three main sections, each with
its own physics issues.  The injector is designed to generate a very high-brightness,
space-charge-dominated potassium beam, while still allowing variable perveance by a
beam aperturing technique.  The magnetic-focusing section, consisting of four pulsed
quadrupoles, permits the study of magnet tuning, as well as the effects of phase space
dilution due to higher-order nonlinear fields.  In the final section, the converging ion
beam exiting the magnetic section is transported through a drift region with plasma
sources for beam neutralization, and the final spot size is measured under various
conditions of neutralization.  In this paper, we discuss the design and characterization of
the three sections in detail and present initial results from the experiment.

I. Introduction

The final transport section in a heavy-ion inertial-confinement fusion system poses major
challenges.  After exiting the final-focus magnet system, intense beams of ions with a
current totaling tens of kiloamperes must drift without further external focusing to the
center of a target chamber, a distance of about 6 m in recent conceptual designs [1].  To
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obtain adequate target gain, these beams must all hit spots a few millimeters in diameter
on the ends of the cylindrical fusion target.

From the very early days of heavy-ion fusion (HIF), final focusing has been a subject of
intense study [2, 3, 4], with perhaps the most comprehensive study being that of
HIBALL-II [5]. These studies assumed that the chamber could have a sufficiently high
vacuum that beam ions would experience no forces other than their collective space
charge during the final transport to the target. In this final drift section, the beam space
charge acts to enlarge the focal spot, so the beam species, current, and energy in early
studies were chosen to make the space-charge blowup manageable.  For example, Olson
[3] favored a baseline case using 30 kA of 10-GeV U+1 ions in a moderate vacuum of 10-4

– 10-3 Torr.  Numerical and experimental studies indicate that such so-called “ballistic”
transport could, in fact, be feasible.  A 1998 scaled experiment [6] based on the HIBALL-
II final-focus design was performed at Lawrence Berkeley National Laboratory (LBNL),
obtaining excellent agreement between theory and experiment.   Also, detailed numerical
simulations of driver-scale systems show good spot sizes for the Olson parameters [7].

Since the HIBALL-II study, however, several significant shifts in conceptual designs for
HIF drivers have made ballistic chamber transport unattractive.  One change has been the
development of indirect-drive targets [8], which give a more symmetrical energy
deposition on the deuterium-tritium capsule than the direct-drive HIBALL-II target but
which require more energy to heat the cylindrical metal “hohlraum” enclosing the
capsule.  At the same time, driver economics favors beams with lower kinetic energy, at
the cost of requiring higher total beam current.  This higher current can be partly offset
by using more beams, but even with an ion mass of 200 amu, more than 450 beams
would be required to reduce space-charge effects sufficiently to allow ballistic transport.
A third development has been the adoption of “thick-liquid” walls as the mainline US
approach to protecting the fusion chamber.  In HYLIFE-II [9] and more recent designs
[1], jets of molten salt fill much of the volume between the target and the chamber
interior wall and absorb much of the blast wave and the radiation. The vapor from these
jets has a pressure about 0.6 mTorr and consists mainly of Be2F and LiF.  Due to
collisional stripping by this gas, a singly charged ion beam develops a wide spread of
charge states by the time it reaches the target, with the average charge state being about
two.  The effective perveance of the beam is not increased by a similar factor because the
liberated electrons propagate along with the beam, but the beam itself becomes much
more sensitive to the net space-charge field.  Finally, the distributed-radiator targets [10,
11] developed in recent years exacerbate the problem of beam focusing by requiring that
beam energy be deposited in a narrow annulus on the hohlraum ends, rather than over the
entire end surfaces.  The gain for these targets degrades if the focal radii of the beams
exceed two millimeters, in effect requiring beams with a low transverse temperature and
net charge.

A recent HIF driver study [1] reconciles these stringent final-focus requirements.  A
pivotal feature of this design is the use of low-density plasma in the beam line between
the final-focus magnets and the chamber to neutralize much of the beam space charge.
[12, 13, 14]  If there are enough electrons in the volume swept out by a beam, they can be
trapped by the space-charge potential well of the beam and provide charge neutralization
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during the final transport to the target, thus allowing substantial beam currents while still
maintaining the low net charge needed for good focus.  In addition, after the target has
been pre-heated by lower-current “foot” pulses, thermal radiation from the target will
photoionize the nearby background gas, providing additional neutralization as the beam
approaches.

The Neutralized Transport Experiment (NTX) has been designed to study, on a reduced
scale, the physics of the final focus and neutralized transport of beams with high space
charge. The experiment was designed as part of the research program developed by the
Virtual National Laboratory for Heavy-Ion Fusion, a formal collaboration of Lawrence
Berkeley National Laboratory (LBNL), Lawrence Livermore National Laboratory
(LLNL), and Princeton Plasma Physics Laboratory (PPPL).  Construction of the
experiment at LBNL began in FY01, and the first transport experiments were carried out
in the Fall of 2002.  As the photograph in Fig. 1 shows, the experiment is quite small in
scale.  Both the current and the energy are orders of magnitude smaller than driver
parameters, but we have chosen the beam and lattice parameters so that the transverse
dynamics and neutralization physics of NTX closely model a full-scale system.  The
experiment is designed to survey a wide parameter space, and there are two independent
plasma sources to simulate the upstream neutralizing plasma and the photoionized plasma
around the target.  While the experiment is specifically designed to study the physics of
neutralized chamber transport for heavy-ion fusion, the technique of plasma
neutralization may also be applicable to other situations requiring the focusing of space-
charge-dominated beams.  Two such areas are the focusing of collider beams near the
interaction point and the study of high-energy physics using intense particle beams.

This paper summarizes the objectives, design, and initial results of the Neutralized
Transport Experiment.  The physics of neutralized transport for driver-scale beams is
reviewed in Section II and used to explain the scale and experimental goals of NTX.  In
Section III, we describe the NTX beam-line layout and diagnostic suite, including a
detailed description of two new diagnostics developed for NTX: an improved optical
technique for mapping the 4-D transverse phase-space of the beam, and a non-
intercepting diagnostic to measure the beam charge density.  These improved
measurement techniques are essential for quantitative validation of code predictions.  The
beam line has three principal components: the injector, the magnetic-focus lattice, and the
neutralized-transport section.  Each of these components presents design challenges, and
we discuss the design and characterization of each in Section IV.  Experimental results
from NTX are presented in Section V.  Measurements of beam transport through the
magnetic lattice are presented first and compared with particle-in-cell (PIC) simulations
made using the computer code WARP [15].  We then present the corresponding data in
the neutralized drift section, along with theoretical results from WARP and the
electromagnetic PIC code LSP [12, 13].  Section VI summarizes NTX accomplishments
to date and discusses the direction of future work.

II. NTX Objectives

Two quantities are important for choosing the scaled parameters of NTX.  The
generalized perveance K, loosely defined as the ratio of the edge potential of a beam to its
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directed kinetic energy [16], characterizes the importance of space charge in the
transverse dynamics of a beam, while the unnormalized emittance ε is a measure of the
transverse phase-space area of the beam [17].  During the final transport, the perveance
and emittance are constant in the absence of collisions and nonlinear space-charge fields,
and for any particular choice of the initial beam radius and convergence angle, they
determine the transverse beam dynamics during final transport.

Perveance is dimensionless and, for a nonrelativistic beam, is given in SI units by
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where Ib is the beam current, and Z, mi, and vi are respectively the charge state, mass, and
velocity of the beam ions.  Early analytical work by Olson [3] estimated that the upper
perveance limit for ballistic transport is K ≅ 1.6x10-5.  The earlier HIF designs, which had
K ≤ 10-6, satisfy this criterion comfortably, whereas recent designs typically require a few
times 10-4, and the NTX injector can generate beams with values up to about 10-3.  This
higher perveance has important ramifications for the focusing and final transport of an
intense beam. Since the beam radius increases with perveance when the transverse
dynamics is dominated by space charge, beams in a modern driver will sample more field
aberrations in the final-focus magnets than in older designs, assuming a similar magnet
design.  These aberrations introduce radial and azimuthal variations in the focal distance,
which degrades the focal spot.  Due to their high perveance, beams for modern driver
designs require some form of external neutralization after final focus to have an
acceptable focal-spot radius.

The use of low-density plasmas to neutralize space-charge-dominated ion beams during
the final transport has been studied analytically and numerically in recent years [18-25].
Due to the thick liquid wall in a modern fusion chamber, it is difficult to fill the inside of
the chamber with plasma at the repetition rate of several shots per second needed for a
driver.  However, it is straightforward to inject a low-density plasma, referred to as a
“plasma plug,” along the beam path between the last final-focus magnet and the chamber
entrance.  An ion beam passing through this plasma drags along electrons as it exits, and
these co-moving electrons then provide substantial neutralization for the beam along the
remaining path to the target.  Two other processes inescapably generate plasma in the
chamber.  First, collisions between the beam and the background gas ionize the gas
molecules in addition to stripping electrons from the beam ions.  Second, once the target
becomes hot, photons are emitted which photoionize the background vapor in the region
around the target.  This photoionized plasma provides additional neutralization during the
critical final part of the beam trajectory.  None of these three plasma sources alone
provides sufficient neutralization [18, 19, 23, 24], but detailed numerical simulations
indicate that together they can give a usable beam focal-spot radius.  One of the
significant theoretical successes in recent years is use of the electromagnetic PIC code
LSP to demonstrate the technical feasibility of a driver point design that meets all of the
constraints imposed by target, focusing, neutronics, and chamber-engineering
considerations [1].
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In addition to adequate neutralization, achieving a usable focal spot also requires that the
transverse emittance of each beam remain sufficiently small during the final transport.  In
this paper, we define emittance in terms of distribution averages over the transverse
phase-space coordinates x, y, 
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′ x ≡ dx /dz , and 

€ 

′ y ≡ dy /dz  by
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ε ≡ (εxεy )
1/ 2 ,                                                                                                   (2)

where εx and εy are the unnormalized “edge” emittances [17] in the two transverse
directions,
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This quantity, which is four times the root-mean-square (rms) emittance, can be increased
by nonlinearities both in the beam space-charge field and in the external focusing fields.
The emittance of the beam entering the final-focus lattice is determined by the value at
injection plus what is predicted to be small growth during acceleration and compression.
The final-focus magnetic lattice, however, is a potentially significant source of emittance
growth.  The primary function of this magnetic system is to prepare a converging beam
for the final transport.  To develop the needed convergence angle, a strongly space-
charged-dominated ion beam must experience large envelope oscillations, during which
phase-space distortions due to geometric aberrations in the magnetic fields can lead to
emittance growth.  While these higher-order effects are well known in final-focus
systems with negligible space-charge effects, aberrations in space-charge-dominated
beams remain an area of active research.

The major objectives of NTX are to study the final focusing and neutralized transport of
space-charge-dominated heavy-ion beams, and to validate the physics models in the
numerical simulations.  To expedite the experiment and minimize the cost, we chose to
use a beam with lower-mass ions than in a driver and a particle energy that is four orders
of magnitude smaller.  Also, the physical size of the beam line is about one sixth of the
corresponding driver section.  The remaining beam parameters are chosen to ensure that
results from this low-energy experiment are relevant to the design of a HIF driver.  By
scaling the equations for transverse dynamics in the same manner as an earlier scaled
final-focus experiment [6], we find that driver-like dynamics is obtained by using the
same perveance as a driver, reducing the emittance and initial beam radius by the ratio of
lattice lengths, and scaling the final-focus magnetic fields appropriately with the ion mass
and speed.

This scaling is easily shown to preserve the beam response both to the final-focus
quadrupole fields and to any higher-order magnet aberrations. A low-energy beam will
therefore have the same envelope trajectory and emittance-growth characteristics as a
high-energy beam with the same perveance, provided that image forces and interaction
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with any background gas are negligible, making the NTX final-focus lattice a good model
of a driver-scale lattice.

A small-scale experiment can also address key aspects of driver-scale neutralization
physics.  Theoretical work by Olson [4], as well as the results of recent  simulations [23],
indicates that the degree of neutralization from a plasma plug depends principally on the
perveance, provided that the plasma has sufficiently high charge density and is in contact
with a metal wall that can emit electrons.  Space-charge-limited emission at this boundary
is crucial because emitted electrons replace those captured by a passing ion beam and
thereby maintain the quasineutrality of the plasma.  The physics of beam neutralization
by the photoionized plasma around the target is likewise determined mainly by the beam
perveance and is modeled on NTX by generating a plasma with an appropriate density
near the beam focal point.

The final objective of NTX is to make detailed, quantitative comparisons of experimental
data with the results of numerical simulations.  These comparisons will both help refine
the numerical models in the simulation codes and guide improvements in the
experimental design and operation.  A clear demonstration of the predictive capability of
these codes will justify our reliance on them for designing later experiments.

Of course, several driver issues cannot be addressed on NTX.  Due to the low current in
the experiment, no self-focusing by the beam net current will occur, and indeed, the
effect is expected to be minor even at driver parameters.  Image forces in the magnetic-
transport section are likewise negligible on NTX.  Cross-sections for collisional
ionization of the beam and background gas have very different cross-sections for low-
energy and high-energy ions, so the effects of collisions cannot be modeled in a scaled
experiment.  The effects of many beams overlapping as they converge on a target are
obviously missing from a single-beam experiment like NTX, and finally, photoionization
of a beam by X rays from the heated target cannot be studied due to the lack of suitable
radiation source.  Future experiments on a larger scale than NTX are needed to
investigate these questions.

III. NTX Layout and Diagnostics

IIIA. Beam Line and Parameters

NTX uses a 300-400 keV beam of singly charged potassium ions to study the final
focusing and plasma neutralization of a strongly space-charge-dominated ion beam.  The
energy, which is small compared with typical driver energies, was determined by the
decision to use a pulsed-power source used from an earlier experiment.  However, as
discussed in Section II, NTX replicates driver-like transverse dynamics by a careful
choice of beam and lattice parameters.  The beam source is designed to produce a current
of 75 mA, corresponding to a perveance of about 10-3, and we use beam aperturing to
achieve the goals of variable perveance and low emittance.  The apertures inserted after
the source allow the current and perveance to be reduced by as much as an order of
magnitude, and excluding the less intense portion of the beam near the edge
simultaneously reduces the beam emittance and increases the brightness.
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The drawing of the NTX beam line in Fig. 2 shows the layout and scale of the
experiment.  Pulsed power is provided by the same Marx generator that was used in the
Multiple Beam Experiment (MBE-4) [26].  This generator can deliver a pulse of up to
500 kV with a maximum duration of about 20 µs.  A timed crowbar switch on NTX
produces pulses with a rise time of 0.5 - 1 µs and a “flat-top” of about 10 µs.  The
remaining NTX components were designed specifically for the experiment and consist of
three major sections: a low-emittance potassium gun [27], a magnetic transport section
with four pulsed quadrupoles [28], and a one-meter-long drift section with plasma
neutralization [29].

The K+ beam is produced by a standard hot-plate source [30], and the perveance and
emittance are controlled by passing the beam through a metal aperture after the diode.
Negatively biased rings on either side are used to capture electrons liberated by ions
striking the aperture plate.  The change in transverse emittance that results from
aperturing primarily affects the focal-spot size.  For the space-charge-dominated NTX
beam, WARP simulations show that dynamics in the final-focus lattice is insensitive to
the beam emittance.

Although the NTX beam typically has a 2-cm radius as it enters and exits the magnetic-
transport section, the magnets nonetheless have a 15-cm radius bore.  Any four-magnet
focusing system gives the beam a large radial excursion before the last magnet, and in
NTX, we want to handle perveances that are substantially higher than expected in a
driver, so the large bore is used to accommodate large radius swings, while still keeping
the beam away from the more nonlinear magnetic fields near the wall.  The choice of a
60-cm half-lattice period and 2.4-m total length follows from practical considerations,
such as the available power supplies for the magnets and limits on the overall length of
NTX.

The layout of the 1-m NTX plasma neutralization section is shown in Fig. 3, and the
sketch in Fig. 4 shows how it functions.  The upstream plasma, modeling the plasma plug
that neutralizes the beam after it exits the final-focus section, consists mainly of electrons
and doubly charged aluminum ions from a pulsed cathode-arc source (sometimes called a
metal-vapor vacuum arc or MEVVA source).  The plasma itself is centered 0.25 m after
the end of the last magnet so that it is well away from the fringe fields, and it extends
about 0.05 m in both directions.   After the beam exits this first plasma, it drifts 0.75 m
through a 3.5-cm-radius beam pipe into a diagnostic area at the nominal focal point. A
second plasma generated at the center of the cross simulates the photoionized gas that
will surround a target hohlraum after it has been heated by early low-current “foot”
beams.  This “target” plasma is generated by a pulsed radio-frequency (rf) source and has
a charge density approximating that expected in a fusion chamber.  A diagnostic box is
placed after the focal point.

IIIB. Diagnostics

The initial measurements of the NTX beam were made with the same diagnostic tools
used on MBE-4 [26, 31] and other early HIF experiments.  A diagnostic box containing
various combinations of slits and Faraday cups was moved to the end of each NTX
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section as the experiment was being assembled, and the beam was characterized at each
of these points.  A Faraday cup, with a 2-cm entrance radius and a guard ring biased to
exclude electrons, was used to make time-dependent current measurements, and a “slit-
cup,” consisting of a moveable slit with an attached Faraday cup to measure the
transmitted current, measured the line-integrated beam profile.  A second moveable slit
was used along with the slit-cup to map out the transverse phase space of the beam by a
standard double-slit technique [32].  The slit and the slit-cup, aligned in parallel to the
first slit and located behind it, are moved so as to sample either the 
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space, as illustrated in Fig. 5, with the collected current being recorded for typically 400
or more shots.  These data are then used to construct contour plots of phase-space density
in the various two-dimensional (2-D) planes.  The response time of the Faraday cup
allows a time resolution of about 150 ns.  In addition to transverse emittance, these data
yield other time-resolved quantities, such as the beam size, centroid position, and density
profile.

In addition to these conventional diagnostics, NTX now uses optical diagnostics to
furnish detailed, time-resolved information about the ion-beam transverse phase space.
Work has also begun to characterize  a non-intercepting electron-probe technique that
will furnish information about the transverse structure of the beam charge density.  The
design and implementation of these diagnostics are discussed in the following
subsections.

Optical diagnostics

We have developed an optical diagnostic technique for NTX as a faster and more flexible
alternative to the double-slit technique.  This optical technique, which is related to the
gated beam imager (GBI) [33], uses scintillator plates imaged by an image-intensified
charge-coupled-device (CCD) camera.  The GBI uses a “pepper-pot” to create an array of
beamlets that are imaged directly onto a gated microchannel plate (MCP).  The new NTX
technique differs in two ways.  First, a thin sheet of scintillator material is substituted for
the MCP imager, allowing the MCP to be placed away from the beam line with the
camera.  Second, a single movable pinhole replaces the pepper-pot because the
convergence of the NTX beam would cause side-by-side beamlets to merge. The
technique is simple, compact, and more flexible, because only the scintillator material is
placed in the path of the beam.  Hundreds of NTX shots are needed to map out the beam
phase space than for the double-slit method, but this requirement is manageable due to
the reproducibility of the NTX beam and the ease of each measurement.

For the images in this paper, the scintillator material is a 98% aluminum oxide ceramic.
Charge neutralization is provided by a 90% transmission metallic mesh (0.28-mm line
spacing) placed on or near the surface of the scintillator.  Beam ions striking the mesh
generate secondary electrons.  The secondary electron yield from beam ions striking the
mesh is greater than ten electrons per ion, so sufficient free electrons are generated on the
mesh to charge-neutralize the insulating surface of the scintillator.  By applying a
negative bias to the mesh, stray external electrons are decelerated and deflected away
from the scintillator, limiting their contribution to the optical image to negligible levels.
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The measured rise time of the scintillator is less than 50 ns; while the fall time is about 1
µs.  There is no evidence for saturation or thermal quenching in the scintillator response.
We tested linearity over the range of measured intensities by imaging the same beam in
horizontal and vertical slit scans.  The local intensities in the two scans differed by an
order of magnitude, but the summed intensities of all images in each of the two scans
agreed.  The lifetime of the scintillator material under intense ion beam bombardment is
limited, but the current and energy of NTX are sufficiently low that this limitation is not a
concern.  However, accumulated damage to the metallic mesh at NTX parameters can
cause a weaker signal in portions of a scintillator image, a feature evident in some of the
images in Section V.

Time-resolved beam images on the scintillator screen are captured with a Roper
Scientific gated-intensified CCD camera viewing the scintillator through a vacuum
window, and images are processed using the public-domain program ImageJ. Figure 6
shows a typical beam image taken on NTX near the focal point.  The neutralized beam is
seen to form a sharp spot, and the octapole distortion from final-focus aberrations is
clearly visible.

Whole-beam scintillator images, like those in Fig. 6, are the primary optical diagnostics
reported in this paper, but a scintillator-based imaging technique is also being used now
to map the four-dimensional (4-D) phase-space distribution of the NTX [29].  The phase-
space distribution 
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f (x, y, ′ x , ′ y )  is measured over many shots by scanning the beam cross
section with a movable pinhole having a diameter of 5x10-4 m (20 mils).  The transmitted
beamlet then travels to the nominal focal point, about 1 m, where it strikes the scintillator
plate.  The position of the pinhole defines the coordinates x and y, and from the image,
we can extract the density distribution of x´ and y´.  Figure 7 shows this technique
schematically, along with selected images of the individual beamlets that reveal a very
detailed phase-space structure.  A detailed knowledge of the 4-D phase space is essential
both for more-realistic initialization of neutralized-transport simulations and for
understanding the NTX experimental results.

Non-interception charge-density diagnostic

All the NTX diagnostics mentioned above entail inserting apparatus temporarily into the
beam line, either blocking or significantly altering the ion beam.  Moreover, since
characterization is not normally done while experimental data is being recorded, there is a
possibility that beam parameters may change after being measured.

As an alternative, we are developing a non-intercepting beam diagnostic to characterize
an ion beam during its operation.  By repeatedly measuring the deflection of a low-
current electron beam propagating across the NTX beam, we can map out the transverse
charge density of the ion beam.  The sub-millimeter electron beam has a current of 1-5
µA and an energy of 5-8 kV.  A chicane of four magnets, labeled D1-D4 in Fig. 8, first
deflects its trajectory some chosen distance above or below the beam axis, and then on
the other side of the NTX beam line, deflects it back approximately to the original plane,
where its position is registered on a scintillator for optical analysis.  The current and
energy of the electron beam are chosen so that it will not significantly perturb the NTX
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beam but will itself be significantly deflected.  Provided that the electron-beam space
charge is negligible compared with the NTX beam, the electrons will be deflected at a
predictable angle that depends on the charge-density distribution of the NTX beam,
integrated along the electron-beam trajectory.  By varying the strength of the magnetic
fields on a series of NTX shots, the electron beam can pass through every part of the ion
beam, and the scintillator detects the resulting deflections as functions of time along each
pulse.

 Figure 9 shows a photograph of the assembled diagnostic box, with the electron gun,
magnets, and scintillator all placed inside a vacuum chamber maintained at better than
1x10-7 Torr.  The commercial electron gun has a LaB6 cathode that operates at an energy
of 5 -10 keV and delivers a beam current that meets the requirement of 1 - 2 µA.  The
dipoles D1 – D4 are iron-dominated to minimize the current requirement and provide
high field uniformity, and they are designed to operate inside the vacuum chamber with
the cathode.  The detector is a Yttrium Aluminum Perovskite (YAP:Ce) scintillator with a
100-nm aluminum coating on the front surface to drain accumulated charge.  A CCD
camera is focused on the scintillator and is connected to a computer to record image data.
We measure  ± 3-cm vertical displacement of the electron beam while varying the current
through magnets D1 and D2, affirming that this diagnostic can scan an ion beam with a
diameter up to 6 cm.

Since this diagnostic is not used for the results presented in this paper, design details are
presented elsewhere, along with preliminary experimental findings [34].

IV. Key NTX Components

The three principal sections of NTX have unusual requirements and are therefore
described in detail in the following subsections.  In order to explore aberrations in
magnetic transport and the effects of incomplete neutralization, an ion source with a
variable perveance and a very low emittance has been designed and tested.  The source
characteristics are summarized in Section IVA.  The pulsed quadrupoles for final
focusing must have excellent field quality so as not to introduce unwanted aberrations
due to magnet imperfections. The design, construction, and measurements of these
magnets are presented in Section IVB.   Finally, in Section IVC, we summarize the
design and characterizations of the plasma sources used in the neutralized-drift
experiment.

IVA. Variable-Perveance Ion Source

The NTX experiments require a beam current that can be varied by one order of
magnitude, up to 75 mA.  This variability is needed both to investigate the effects of
aberrations in final focus and to test the sensitivity of plasma neutralization to beam
current.  In addition, neutralization studies also require a high source brightness, a
quantity proportional to the beam current divided by the square of its emittance [35].  The
use of aperturing to vary the perveance simultaneously generates high-brightness beams
by removing the edge of the beam after it exits the diode.  Beam scraping, however,
produces secondary electrons that must be controlled.  Stray electrons can introduce
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nonlinear space-charge forces, which can lead to an increase of the transverse emittance
[36] and, in extreme cases, to beam disruption.  In NTX, we control the secondary
electrons by placing electron traps near the beam scraper.  Each of these electron traps
has a sufficiently large negative potential to confine the electrons even in the presence of
the positive ion-beam self-field.

A photograph of the ion gun, together with the beam aperture and electron-trapping
device, is shown in Figure 10.  The 75-mA K+ beam is produced on the surface of a 2.54-
cm diameter alumino-silicate source [30] heated to 1060oC, and it exits the 12-cm diode
gap with an energy of 300 - 400 keV.  A beam aperture plate, with holes of variable
diameter, is placed about 8 cm beyond the diode exit plate, sandwiched between two
metal rings of 5-cm length and 6.2-cm inside diameter.  The nominal 3 kV negative bias
on these rings provides adequate trapping of the free electrons produced by ions striking
the aperture.  The EGUN [37] calculation in Fig. 11 shows potential contours and steady-
state ion trajectories for this nominal case.

We first characterized the diode without an aperture plate.  At 400 kV, the peak current is
77 mA, which agrees with the 73-mA EGUN calculation within the ±5% uncertainty of
the measurement.  The measured current follows the familiar Child-Langmuir scaling
[38] as the voltage is varied by a factor of three.  The measured beam profile and
emittance show small deviations from uniformity due to known imperfections in the
beam optics. When an aperture of 2-cm diameter is inserted and the nominal electron-trap
voltage is applied, the measured current is 55% of the total, again consistent with the
EGUN prediction.  The density profile of the apertured beam is found to be much more
uniform, and the emittance in each of the transverse directions is lower by a factor of two,
producing overall a doubling of brightness.

When the ion beam is apertured and a negative bias voltage of 3 - 6 kV is used to capture
electrons, the measured beam profile is quite uniform.  The slit-integrated density profile
shown in Fig. 12 for a 25-mA beam deviates from the corresponding EGUN calculation
by a maximum of 2%, with the average deviation being much smaller.  The measured
emittance is less than a factor of two above the value expected from the source
temperature alone (ε ≈ 7.5 π mm-mr).  The only significant qualitative difference
between the experimental phase-space plots in Fig. 12 and the corresponding computer-
generated plots is a slight S-curve deviation in x´ resulting from a third-order
(“spherical”) aberration in the NTX focusing system.  The K+ beam in Fig. 12, with
energy of 300 keV and ε ≈ 12.5 π mm-mr, is used for the neutralized-transport
experiments reported here.

IVB. Final-Focus Lattice

The NTX magnetic-transport section is designed to correspond closely to a typical HIF
driver final-focus lattice.  The section consists of four pulsed quadrupole magnets
separated by short drift regions, plus the drift regions at the two ends.  The three-
dimensional (3-D) layout of the magnets and the beam source is shown in Fig. 13.
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Figure 14 shows the horizontal and vertical beam envelopes through the system.  The
trajectory labeled “neutralized” models ideal neutralization by artificially turning off the
transverse space-charge field after exiting the final-focus lattice. The quadrupole fields
are chosen to produce a beam with 1-m focal length (20-mm radius and 20-mr
convergence angle) at the entrance to the neutralization region.  The beam is quite large
in the two center magnets, which determines the required bore size and winding radius.
Each magnet has a relatively short center section, and a substantial portion of the
magnetic field is contained in the end fringe fields, which have significant axial
components.  Due to the large radius fluctuations in the focusing magnets, the ion-beam
dynamics is highly non-paraxial.  Consequently, the usual beam-axis-integrated method
of representing fields by normal multipoles of discrete length does not give accurate
particle trajectories in simulations, because these hard-edge field approximations omit the
axial field components and nonlinear radial gradients that are major sources of particle
deflection.  Particle-tracking simulations therefore require the knowledge of the full
multipole content of the magnetic field.  Previous work [39] has shown that, to second
order, the main magnetic-field multipoles contributing to beam dynamics are the normal
quadrupole, the normal sextupole, and the pseudo-octupole components.  These three
components are included in all the numerical simulations used in designing the NTX
lattice, since 3-D magnetic analysis is essential.

Magnetic field modeling

Each magnet is a current-dominated quadrupole, with eight conductor turns per coil in a
single layer, arranged inside a cylindrical laminated-iron return core.  A 3-D finite-
element model of the magnets was generated using the ANSYS/Emag program and was
solved for the 3-D static field.  A scalar potential formulation was used, with source
current elements used for the coil.  The space modeled, a one-eighth section of half a
magnet, is shown in Fig. 15.  Far-field (infinite boundary) elements bound the end and
the outer radius, 75 cm from the magnet midplane, which extends well past the source
and final focus points.  A cylindrical Neumann boundary is used to simulate the steel
core, in order to speed analysis when a fine mesh is used.  This choice is acceptable
because an earlier coarse-mesh model with steel included showed no significant
saturation.

The resulting 3-D field maps generated were decomposed into both normal and pseudo
multipoles as a function of distance in the axial direction.  Figure 16 shows these
multipoles as a function of longitudinal distance z.  Both half-octant models and full-
magnet finite-element models, complete with spiral coil geometry, crossovers, and leads,
were computed to determine both symmetry-allowed and full-skew (normal and skew)
multipoles, respectively.  The higher-order normal multipoles are comparatively
unimportant.  Finally, we performed beam-tracking simulations through the lattice of
focusing elements generated by superposition of these field maps.



13

Magnet design and fabrication

The NTX magnet design differs from the initial specification [40] in the choice of a
larger bore and winding radius, as well as in the simpler coil design.  Table 1 gives the
final design and operating parameters.

The magnets were fabricated using a simplified, single-layer coil design, featuring a
novel diagonal leadout.  The diagonal leadout from the inner turn approximates the
staircase-pattern of “missing” currents that are inherently present in any spiral coil.  This
leadout design allows short coils with few turns to have relatively high field symmetry.
This concept is sketched in Fig. 17.

Each magnet is driven by a capacitor, which is discharged through a series string of

thyristors to produce a half-sine-wave current pulse.  A 2-mF capacitor is used to achieve
the full current with minimal voltage and to increase the pulse length, thus reducing eddy
currents.  Bipolar charging of the capacitor is used to decrease the voltage that appears
between the magnet and the grounded housing by a factor of two compared to unipolar
charging.

We performed 2-D transient magnetic modeling to determine the effect of eddy currents
in surrounding components, such as beam tubes, flanges, diagnostics, and electron traps.
Eddy currents in the beam pipe are found to be acceptable, with a 7.4% loss of peak field
and a 0.28 ms field peak time lag from the source current peak, as shown in Fig. 18.

Beam Aperture Radius,  Rb 14.9 cm
Magnet Winding Radius,  Rw 17.32 cm

Steel Inner Radius,  Rw 18.33 cm
Steel Outer Radius,  Ro 25.63 cm

Mag., Total Lengths,  Lm, Lo 46, 50 cm
Magnet to magnet spacing 60 cm (ctr.-ctr.)

Field Gradient,  B’ 2-5 T/m
Maximum Field,  B 0.6 T,  @12cm
Number of turns,  N 8 Turns/coil

2-D Field Coefficients,  Bn
(Σn|An|/2A2 , n=6,10,…,26) 7x10-4 T/T @10cm

Conductor diameter,  dc 4.65 mm
Magnet Current,  Imin, - Imax 3.3- 8.2 kA

Magnet  Resistance,  R .036 Ω 
Magnet Inductance,  L 232 µH

Pulse length (full half sine),  t 2.2 ms
Magnet Voltage, max.,  V 2.7 kV

Pulse energy, max., U 7.8 kJ
Energy loss/pulse, max., Qt 2.7 kJ

Max., Operating Pulse Rates 0.5, 0.1 Hz
Temp. Rise, Max., steady state 25 °C, (0.5Hz P.R)

Table 1.  Magnet Parameters
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Six quadrupoles were fabricated in order to provide two spares.  One quadrupole has
been subjected to 104 full-current pulses to test reliability, and the others have received
103 full-current pulses for acceptance testing.  No cooling, other than free air convection
is necessary.  Figure 19 shows one of the coils during fabrication.

Magnetic field characterization

The choice of a technique to measure the quadrupole magnetic field was constrained by
two factors. First, the beam envelope varies significantly within the magnet, making a 3-
D map of the field necessary.  This requirement rules out techniques, such as rotating
(harmonic) coils, that generate an axially integrated field measurement. Second, the
magnets are pulsed because cooling requirements prevent the magnets from being
operated continuously, except at relatively low fields that would compromise the
accuracy of the measurement. The time-varying fields preclude the use of Hall probes
and many other commercially available probes.  Also, such probes would not allow us to
study the effect of eddy currents in the beam pipe on the magnetic field.

The quadrupoles were characterized using simple pickup loops to monitor the changing
flux as the magnets are pulsed.  The probe design, sketched in Fig. 20, balances the
competing considerations of accuracy, signal strength, and ease of fabrication.  Three
separate pickup loops are incorporated into each probe to permit the measurement of the
magnetic field vector.  Each loop has 20 turns (two layers of ten turns) of 0.13-mm (5-
mil) copper wire.  The three cross sections have slightly different diameters to minimize
mechanical interference between the sets of windings.  Four of these probes are spaced
equally around a disk at a 10-cm radius and mounted on a supporting cylinder inserted
into the magnet bore.  The cylinder can be rotated about its axis or adjusted vertically and
horizontally, and the magnets are moved longitudinally on rails so the probes can sample
different axial positions.

We have two different modes of field measurements.  For initial characterization, the axis
of the supporting cylinder is aligned with the magnet mechanical axis.  With the probes
positioned lengthwise near the center of the magnet, the cylinder is rotated to maximize
either the radial or azimuthal field for the four probes.  Measurements are then recorded
as the cylinder is rotated in 15-degree increments for 90 degrees.  The magnet is shifted
axially, and measurements are taken again as the cylinder is rotated back in 15-degree
steps to the starting angle.  This process is repeated with the probes near each end of the
magnet. Each measurement records all three components of the field vector at four
positions.  Although this is a very sparse field mapping, any fabrication problems will
stand out.  The second mode entails a detailed mapping of the field over a constant radial
position relative to the magnet axis. These data are then used both to determine the tilt
and offset of the quadrupole field axis with respect to the mechanical axis and to identify
higher order modes.

Output from the probes is shown in Fig. 21.  The signal-to-noise ratio is excellent for
probe orientations aligned with the field.  Careful adjustment of the rotational position of
the probes can reduce at least one of signals to the noise level in the other probe
orientation.  The field components calculated from the signals are shown in Fig. 22.  The
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applied magnet current is shown with the field plots to demonstrate the fidelity of the
system and analysis.  Figure 23 compares the measured longitudinal profile of the
quadrupole field with the computed profile, where the peak fields are normalized for
comparison.

IVC. Plasma sources

A crucial aspect of NTX is the validation of neutralized transport in the fusion chamber.
As described in the introduction, the presently favored concept for neutralization of
driver beams involves passing them through a low-density plasma before they enter the
fusion chamber.  Provided that the plasma is in contact with an emitting surface, the
neutralizing electrons remain trapped in the beam potential as the beam exits the plasma,
providing charge and current neutralization in the chamber.  In addition, the main driver
beams arrive after the hohlraum exterior has been heated to about 100 eV.  As these
pulses approach the target, they are photostripped by soft X rays from the target and
receive further neutralization from the plasma formed around the target by
photoionization of the background gas.

NTX uses two plasma sources to demonstrate the effects of this plasma neutralization.  A
pulsed cathode-arc source provides an upstream aluminum plasma for the initial
neutralization, and a pulsed radio-frequency (rf) source provides a volume plasma near
the beam waist.  These sources can model the effects of plasma neutralization well, even
though they obviously cannot duplicate the photoionization or the collisional stripping
and scattering that would be found in a driver.

We have used the electromagnetic PIC code LSP [12, 13] to determine the requirements
for both plasma sources.  Numerical simulations indicate that we require a neutralizing
plasma with a length in the range of 10- 20 cm and an electron density that is 1-100 times
the nominal initial NTX beam density of about 3x108 cm-3.  The density of the target
plasma, of course, will increase in density as the beam impinges on the target due to
continuing photoionization by X rays from the hohlraum.  However, the nominal plasma
density around the target is expected to be comparable to the final beam density.  For
NTX, this value will be around 1010 cm-3, depending on the perveance and the focal-spot
radius.

Cathode-Arc Plasma Source

The pair of pulsed cathode-arc plasma sources shown in Fig. 24 has been designed and
fabricated at LBNL for the NTX neutralized-transport experiments.  The density and
duration of the metal plasma can be adjusted over a very wide range.  For example,
aluminum plasma of density 108-1012 cm-3 can be produced in pulses of 1-1000 µs by
selection of suitable arc current and discharge geometry.  These sources have a negligible
fraction of neutral atoms and molecules in the plasma, making them ideal sources for a
neutralizing plasma.

The plasma sources are of the “mini-gun” type, consisting of a replaceable cathode rod of
0.625-cm diameter and about 2.5-cm length, a ceramic insulator as part of the cathode
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assembly, and a grounded anode body [41].  The source is coupled to an open
macroparticle and neutral-atom filter [42], consisting of a copper coil with a 90o bend.
The filter removes particles from the plasma stream, allowing only clean, fully ionized
metal plasma to reach the NTX beam line.  Two of these source/filter assemblies are
installed on NTX, injecting plasma from opposing sides to produce a symmetrical plasma
distribution.  The consumable cathode of each source is made from aluminum, because
deposition of aluminum on the beam line’s components does not introduce foreign
material.  The lifetime of the cathode before maintenance is estimated to be about 105

pulses.

In initial tests, the two source units (plasma gun and filter) were mounted in a high
vacuum.  A large ion collector, made from a flat, isolated sheet of stainless steel, was
positioned between the sources and biased negatively to repel electrons and collect ions.
The plasma ion current proved to be noisy, as is typical for cathodic vacuum arcs.  We
used the plasma at about 250 µs after arc triggering, just before the second maximum of
the plasma current, so repeated measurements of the plasma ion current were made at that
time to get information on statistical fluctuations.  The result is shown in Figure 25.  The
source units were then mounted on a large flange to be inserted in the beam line.  The
flange, with sources and the beam shield, was evacuated with a small turbomolecular
pump to a base pressure of about 10-5 Torr.  To demonstrate the shot-to-shot
reproducibility, ten successive ion current pulses are overlaid in Figure 26.  Through the
body of the pulse, the ion current on repeated shots is seen to fluctuate by about ±10%.

The plasma density can be estimated by noting that the ion current is given generally by ji

= Zeniv,, where ji is the ion current density, Z is the average charge state number, e is the
elementary charge, ni is the ion number density, and vi is the average ion velocity in the
direction of the collector, which is here identical with the plasma flow velocity.  From
previous work [43], it is known that Z = 1.7, vi = 1.54x105 m/s, and with an area of
collection of about 10-2 m2, one obtains ni  ≈ 1.8 x 1010 cm-3 for the average plasma
density inside the metal shield at about 250 µs after arc triggering, at a pulse-forming
network (PFN) charging voltage of 2.0 kV.  This density can be controlled either by
changing the distance between the filter exit and the beam shield, or by adjusting the arc
current through the PFN charging voltage.

A commercial Langmuir probe from Scientific Systems, together with its accompanying
SmartSoft software, was used to measure the density of the aluminum plasma produced
by the cathode-arc source as a function of space and as a function of discharge voltage.
Since the plasma streams into the beam line at supersonic ion velocities, the analysis
algorithms contained in the SmartSoft software cannot be used.  However, using the ion
saturation current from the measured current-voltage (IV) characteristics and making
simplifying assumptions about the aluminum plasma allows us to estimate the plasma
density.  We find that the NTX cathode-arc source produces plasmas with densities in the
1010 - 1011 cm-3 range and that the plasma density is proportional to the discharge voltage
over the range from 1.5 kV to 2.5 kV.  The measurements show that the plasma density
along the axis is peaked at the location of the pair of entry ports where the plasma enters
the beam line and drops off over a distance of a few centimeters.  At the axial location of
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the entry ports, the density is greatest near the entrances to the two ports, and decreases
towards the axis since the plasma expands as it moves away from the ports.

The Langmuir probe requires 5 µs to acquire each data point on the IV characteristic, and
each IV characteristic is comprised of 200 points.  Thus, to obtain the temporal resolution
necessary to measure the plasma density at a given instant during the 300 µs cathode-arc
discharge, the Langmuir probe is operated in the “boxcar” mode. In the boxcar mode, a
trigger pulse generated at the desired time during the discharge triggers the Langmuir
probe to take a single IV measurement.  The cathode-arc system must then be triggered
200 times to acquire a complete IV characteristic.  The 10% - 20% shot-to-shot variation
of the cathode-arc source is reflected in the scatter of the points in the IV characteristic
shown in Fig. 27.  Despite these fluctuations, the ion saturation current Isat can be
measured from these data and used to calculate the plasma density.

Figure 28 shows the dependence of the ion saturation current on the discharge voltage.
Below 1.5 kV, arc triggering does not occur.  Operation above 2.5 kV is not possible with
the PFN presently in place.  The data show that the plasma density can be varied by a
factor of four by adjusting the PFN charging voltage.

The axial density profile is shown in Fig. 29 and shows that the axial extent of the plasma
is approximately 5 cm and is strongly peaked near the port openings which are located at
z = 144 mm here.  It should be noted that even though the densities plotted in Fig. 29 are
those computed by the questionable SmartSoft algorithm, they are very close to values
calculated using the simple model outlined above.  Moving the Langmuir probe in the
transverse direction allows us to measure the transverse profile of the plasma stream.
From the ion saturation current measured at numerous points across the beam path, we
find that the plasma expands and the density decreases as the plasma moves away from
the ports, and the density is smaller yet near the top of the beam-line tube.

Radio-Frequency Plasma Source

A radio-frequency (rf) plasma source, shown in Fig. 30, has been designed and assembled
at PPPL to model a target plasma in NTX [44].  The goal is to generate plasmas with
electron densities up to 1011 cm-3 and a pressure in the range of 10-6 - 10-5 Torr, requiring
effectively full ionization.  The low pressure is important to prevent neutrals from
stripping the beam ions to higher charge states.  Recently, pulsed operation of the rf
source has achieved this goal.

The pulsed plasma source has a six-way cross at the center of its design.  A turbo-pump
attached to one face maintains the vacuum, while the gas inlet and the rf quartz window
are attached to the opposite face.  A three-turn copper spiral antenna is situated inside a
shielded box and faces the window.  The rf matching network is directly connected to the
antenna enclosure and is tuned to match the low impedance antenna to the 50 Ω
transmission cable.  The drift tube for the ion beam is connected to two flanges on the
six-way cross perpendicular to the turbo-pump and antenna.  The plasma drifts into the
center of the cross, and intersects the propagating ion beam.  The source operates by
applying a puff of argon gas and a pulse of rf power to the antenna.  The potential
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advantages of pulsed operation are that it can easily operate at high peak rf power levels,
and the amount of gas can be limited.  The plasma density and the neutral gas pressure
are issues primarily while the ion beam is passing through the plasma, an interval of
about 100 µs.  Consequently, the plasma parameters and neutral-gas pressure are
dynamic quantities and need to be measured as a function of time in order to evaluate
source operation.

A typical ion-gauge controller does not have the time response to measure the quick
pressure bursts when a gas puff is applied to the system.  However, by measuring the
voltage across a resistor placed in series with the collector current of the gauge, the
dynamic absolute pressure in the plasma source can be ascertained.  The dynamic
pressure measurement is calibrated at a fixed pressure while the pressure gauge is read,
and the voltage across the resistor is recorded.  To insure that the observed rise time is
indicative of the rising gas pressure and not the RC time response of the circuit, the
pressure measurement for a given plasma condition was repeated with two different
resistors with an order-of-magnitude difference in resistance.  The pressure evolutions for
the two resistors were in agreement.  Applying a 5-ms gas puff to the plasma source, the
pressure sharply rises to 2 mTorr and pumps away in about one second.  This time scale
is appropriate for NTX because the experiment produces a 100-µs ion beam every 15
seconds.  The plasma electron density was measured with the Langmuir probe because
this device compensates for the effects of rf fields.  Also, since the pulsed plasma source
is found to have very reproducible breakdown time and plasma parameters, the Langmuir
probe can make time-resolved measurements.

To operate the plasma source, the gas valve and the rf power are triggered at the same
time (t = 0).  In this mode, it is easy to deliver more than 2 kW of  rf power to the source,
compared to only 1 kW for continuous plasma source operation.  The power is measured
with a directional coupler and calibrated diode. Fig. 31 shows the source characteristics
versus time for a net forward power of ~3.5 kW.  Before t = 3.75 ms, the plasma density
is less than the sensitivity of the Langmuir probe (~ 107 cm-3), and the neutral pressure is
below the sensitivity of the dynamic pressure measurement (10-6 Torr).  The onset of
breakdown is clearly observed in the forward and reflected rf power versus time.  The rf
matching network is adjusted so that there is a maximum net power delivered to the
plasma.  At t = 3.75 ms, the electron density is 1011 cm-3, and the neutral  pressure is
simultaneously low.  The effective ionization fraction for t = 3.75 – 4 ms is in the range
of 50 - 100%.  At later times, the power density is not sufficient to sustain the ionization
fraction, and the neutral density rises faster than the electron density.

One difference between the initial source tests at PPPL and those at LBNL was that the rf
generator was unable to provide 3.5 kW of power at LBNL and was limited to 2.5 kW.
This lower power limited the maximum plasma density that could be achieved.  A
number of density measurements were made in the six-way cross with the Langmuir
probe.  A profile measurement was made transverse to the axis of the plasma source and
turbo-pump (Fig. 32).  The density is peaked on axis.  There is a factor of two drop near
the plasma source wall radius of 5 cm.  Distances greater than 5 cm from the center of the
cross are hidden from the straight-line path of the plasma out of the source.  There, the
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density decreases by an order-of-magnitude at a distance 5 cm from the wall radius of the
plasma source.

Another profile measurement was made in the six-way cross, but along the axis of the
plasma source (Fig. 33).  In this direction, the plasma has a steep gradient away from the
antenna because of the short plasma skin depth (~ 1 cm).  Consequently, the plasma
density drops by two orders-of-magnitude across the cross diameter in this direction.  In
future work, a weak magnetic field might be used to reduce this density drop.  Finally,
the density at the center of the cross was measured as a function of rf power.  The results,
ploted in Fig. 34, show that the electron density increases exponentially with rf power.
The data point near 3.5 kW was obtained at PPPL, but since the rf generator at LBNL is
limited to 2.5 kW, the highest density presently available from the rf source in NTX
experiments is 5×1010 cm-3.

In future NTX experiment, the rf generator will be brought back to its 4-kW power
capability in order to achieve the previously observed densities, and the gas valve will be
replaced with a faster one to limit the gas introduced to the NTX vacuum system.  In
addition, modified versions of the pulsed plasma source may be examined to achieve
larger plasmas along the ion beam path.

V. NTX Experimental Findings

The two main areas of NTX research since the experiment was commissioned have been
beam transport through the final-focus lattice and the final meter of ballistic transport
with and without the neutralizing plasmas.  A major part of this research is the
comparison of experimental data with the results of numerical simulations.

VA. Magnetic-Focusing Experiments

The main issue of the magnetic-focusing experiments is the control of emittance growth
due to higher-order fields from magnetic multipoles and image fields.  Here, we present
experimental results from NTX on beam envelope and phase space distributions, and
compare these data with the results of particle simulations by the PIC code WARP.

The ion beam extracted from the Pierce-type NTX diode suffers from spherical
aberrations, as evidenced by phase-space distortions (high emittance) and non-uniform
density profiles.  Since the source of these aberrations is the presence of high-order field
components, the particles at the edge of the beam are the most affected.  A high-
brightness beam is produced on NTX by removing the beam edge after the pulse is
generated in the diode [27].  To study beam transport through the final focus system we
have used a 300 keV, 25 mA, beam with an initial emittance of 12.5 π mm-mr and a
semigaussian transverse phase-space distribution.  Figure 35 shows the good agreement
between the measured (top) and calculated (bottom) beam profile and phase space
distribution for the nominal energy (300 keV, 25 mA) and quadrupole field configuration.
The figure also shows that the final parameters for the nominal case correspond to that of
a beam of the required 1-m focal length (20 mm radius and 20 mr convergence).
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The slight distortion of the beam profile was traced back to a small rotation (5 mr) of one
of the quadrupoles.  The beam is uniform with a narrow rim due to field aberrations and
the final beam emittance of the beam is about 25 π mm-mr, which should allow the beam
to be focused to a 1-2 mm focal-spot radius in neutralized-transport experiments.
Furthermore, Faraday cup measurements of the beam current at entrance and exit of the
final focus system show insignificant beam loss along the transport channel.

We have also performed a complete characterization of the quadrupole lattice by
comparing experimental results with WARP particle simulations. Figure 36 shows the
good agreement between the calculated (top) and measured (bottom) beam profiles at the
exit of the final focus system when the beam energy is varied in steps of 3% around the
nominal energy (image at center).  The numerical simulations track the beam behavior as
the beam expands by a large factor when the energy changes from -9% to +9% around
the nominal energy.

We have also compared the measured beam profiles for several quadrupole strengths with
the corresponding profiles calculated by WARP.  The comparison is shown in Fig. 37.
For each quadrupole, the corresponding row shows the profiles for a change of -5%, 0%
and +5% from the nominal quadrupole strength. This comparison shows the good
agreement obtained so far between the measurements and the simulations.

VB. Neutralized-drift experiments

An important area of NTX research is studying the effects of beam neutralization on
transport. As detailed in Section IIIA, a converging ion beam exiting the final-focus
lattice is injected into a 1-m drift section, where neutralization is provided by plasma for
the metal arc source and the rf plasma source.  Both sources deliver reproducible plasmas
with densities up to ten times greater than the beam density, a sufficient value for a range
neutralization experiments.  We have begun studying the effects of an upstream plasma
plug, where electrons are extracted from a plasma and dragged along by the beam
potential, as well as the effects of the “volumetric plasma” nearer the focal point, where
neutralization is provided along the beam path just before the focal point.

Experimental findings for both netralization methods are being compared with the results
of LSP [12, 13] particle simulations.  Using particles extracted from a WARP simulation
as input, we simulate neutralization process of the focusing beam as it passes through a
plasma, following the beam past its focal point.  The simulation domain is 3.8 cm in
radius and 130 cm long.  The K+ beam is injected through an open (Neumann) boundary
at z = -30 cm and initially has a 2-cm outer radius, a 25-mA current, and a 300-keV
energy.  At initialization, the plasma has a uniform density of electrons and Al+2 ions that
extends radially to the outer wall and occupies a 10-cm longitudinal region beginning 20
cm after the injection plane. The 3-eV plasma temperature is comparable with the critical
energy, 
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2 = 4 eV, a fact that could affect the neutralization process to some extent.
Space-charge-limited emission (SCLE) of cold electrons is permitted where the plasma is
in contact with the outer wall,.  This boundary enables the re-supply of low-energy
electrons to maintain quasi-neutrality of the plasma during the simulation.  Because each
impacting beam ion will stimulate the emission of many electrons, we also permit SCLE



21

of electrons at the z = 100 cm wall.  An electron trap prevents electrons from drifting
upstream into the magnetic focusing region.  The trap consists of a 1-cm-long ring
electrode that is centered at z = -18.5 cm and negatively biased at 1 kV in the simulation.
Finally, the PIC simulations are collisionless, with no beam stripping or ionization
processes.

Non-neutralized transport

As a preliminary test of the NTX system, the beam was injected into a vacuum pipe
without any neutralization.  Figure 38 shows experimental beam profiles for seven values
of  energy between 260 and 300 eV, measured 1 m downstream from the exit of the final-
focus system.  The corresponding profiles from WARP simulations are also displayed in
the figure, and one sees good qualitative agreement with the measured profiles.  These
experimental results were obtained using a sufficiently large beam pipe after final focus
to ensure that electron emission from the walls was negligible. With the nominal 7-cm
diameter beam pipe, the spot sizes initially measured were significantly smaller, due to
the capture of free electrons from the wall.  This anomalous behavior, however,
disappeared when the walls were screened by a negatively charged mesh that trapped
these electrons.

Although the experimental focal-spot size and shape agree qualitatively with the
corresponding simulation results, a careful comparison of the radial density profiles
shows qualitative differences.  Figure 39 shows a comparison of profiles at the nominal
focal point, 1 m beyond the last final-focus magnet. The experimental profile is hollow,
and there is substantial charge in a “halo” extending well beyond the calculated 1.5-cm
beam edge.  In contrast, the LSP simulation gives a profile with negligible halo and a
broad density peak at the beam center, providing that we ignore the statistically
insignificant values within a 1-mm radius.  The calculation uses the same initial
emittance, radius, and convergence angle as the experiment, but it is idealized in
assuming axisymmetry, neglecting interactions with the background gas, and specifying
an initially Gaussian velocity distribution.  To determine whether these idealizations
account for the observed discrepancy, the simulations will be initialized with a more-
realistic phase-space distribution.  The new optical diagnostic described in Section IIB
will furnish the required data.

Neutralized transport

The low emittance (ε ~ 30 π mm-mr) of the beam at the entrance to the neutralization
region allows the beam to be focused to a small spot size (1-2 mm radius) at the focal
point for neutralized ballistic transport.  Figure 40 shows the experimental dependence of
beam focal-spot size on the neutralization mechanism.  The octupole beam distortion
seen in the figure results from the pseudo-octupole field component of the final-focus
magnets, magnified by radial compression, and the evident rotation of the beam spot is
due to a misaligned quadrupole.

LSP simulations of NTX including plasma plug and volumetric neutralization were
performed starting from beam initial conditions at the entrance to the neutralization
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region.  In one series of LSP simulations, shown in Fig. 41, the initial condition is the
final phase-space distribution as calculated by WARP for the transport of the NTX beam
from the gun to the exit of the final focus system.  There is qualitative agreement with
measured spot sizes, but a  detailed measurement of the 4-D phase-space distribution at
the exit of the final-focus section is essential in order to initialize more-realistic
simulations of NTX neutralized beam transport.

A series of idealized axisymmetric LSP simulations indicates that plasma neutralization
should be fairly insensitive to variations in plasma parameters.  These simulations use an
idealized Gaussian velocity distribution, with the same emittance used above.  A
comparison between experiment and theory of the radial distribution profile at focus is
shown in Fig. 42.  The basic size of the beam spot is similar in both cases with
differences attributed to a halo due to nonlinear focusing seen in the experimental curve.
Simulations show that if electrical connection is maintained to the chamber wall through
electron SCLE, the beam spot shows little variation for plasma densities ranging from 3 x
108 - 3 x 1010 cm-3 for an initial plasma temperature of 3 eV.  Without electron emission
from the wall, the plasma plug charged up due to loss of electrons and the spot size
degraded in time, particularly for smaller plasma densities.  For a 6-eV initial plasma
temperature, which is greater than 

€ 

1
2mevi

2, the beam spot size is roughly 50% larger than
the case with a 3-eV plasma.  The sensitivity of the beam spot to the incoming beam
emittance is calculated to be weak, with only a 30% spot-size variation for a factor-of-
three change in emittance.  This low sensitivity to emittance indicates that charge
neutralization in the NTX experiment should be quite close to the 96% value seen in
simulations and not influenced by details in the emittance.

“Analog simulation” of fully neutralized beam transport

As discussed in Section IIIB, we are developing an optical technique to measure the 4-D
phase-space distribution of the beam.  The phase space distribution f(x,y,x´,y´) will be
measured by scanning the beam with a 0.05-cm diameter pinhole and letting the
transmitted beamlet travel about 1 m before striking the scintillator.  The pinhole position
defines the coordinates x and y, and from the image, we can extract the density
distribution of x´ and y´. This technique will be used to measure the detailed structure of
the phase space distribution.

The same diagnostic system can be used to simulate the effect of full neutralization on a
beam, since each beamlet going through a pinhole only carries the information about the
phase space distribution at a given location without being perturbed by the space charge
of the full beam.  The superposition of all pinhole images at a given location can be
compared with a beam-transport calculation where the space charge is turned off at the
pinhole-scan plane.  Figure 43 shows a comparison between this “analog simulation” and
a WARP run with the space-charge field artificially suppressed.  The agreement of the
focal-spot radius is seen to be excellent, despite differences in azimuthal structure.  This
agreement indicates that the NTX emittance is low enough after focusing to produce a
focal spot of about 1 mm radius, given adequate neutralization.
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VI. Summary

The Neutralized Transport Experiment at LBNL is providing the first experimental
validation of neutralized ballistic transport of a space-charge-dominated beam.  Although
the experiment uses a beam that is orders of magnitude lower in current than a driver for
heavy-ion fusion, a careful choice of parameters guarantees that the transport physics
closely matches that of a full-scale system.  To date, beam-transport experiments through
the NTX final-focus system have produced high-perveance beams with the emittance and
convergence angle needed for chamber-transport experiments.  These first experiments
have demonstrated dramatically improved focusing by passing the beam through a low-
density plasma produced by a metal-arc source, and forthcoming tests will study the
effects of a second plasma near the beam waist, mimicking the effects of a photoionized
plasma near the fusion target.  We are presently beginning a careful comparison of the
experimental findings with the results of numerical simulations.

In parallel to the transport experiments, two new diagnostic tools are being developed.
The first, a refinement of the conventional “pepper-pot” imaging technique, gives a
detailed time-resolved view of the 4-D transverse phase space for beams that have good
pulse-to-pulse reproducibility.  Using this technique to map the 4-D phase-space
distribution at the exit of the NTX final-focus system will provide initial conditions for
more-realistic simulations of the neutralized-transport experiments.  The other tool is a
non-intercepting diagnostic that uses a low-energy electron beam directed across the
NTX beam line to map out the transverse charge distribution of the ion beam.  Both
diagnostic techniques will provide new information about the structure of the NTX beam
and will facilitate our understanding of neutralization physics.
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Figure 1.  Photograph of the Neutralized-Transport Experiment (NTX).
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Figure 2.  Plan view of NTX injector, magnetic transport, and neutralized-transport sections.  The
Marx generator, located to the side of the experiment, is not shown.
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Figure 3.  Plan view of the NTX neutralization section.
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Figure 4.  Generic layout of a plasma-neutralization system.
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Figure 5.  Sketch of a two-slit technique for mapping the (x, x´) phase space of a beam.
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 Figure 6.  A transverse beam image taken on NTX.  The scale is
3-cm x 3-cm.  The image intensity is represented qualitatively by

the linear color scale at the right.
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Figure 7.  Beam imaging technique to measure the phase space distribution
f(x,y,x´,y´).
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Figure 8.  Sketch of the NTX non-intercepting beam diagnostic.
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Figure 9.  Photograph of the NTX non-integcepting beam diagnostic.
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Figure 10.  Photograph of the NTX beam
scraper system.
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Figure 11.  EGUN simulation of NTX diode and beam aperture.
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Figure 12.  Slit-integrated density profile and (x, x´) phase space of a high-brightness
apertured beam (300kV, 25 mA, 2-cm aperture).  The corresponding EGUN calculations are

shown to the right.
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Figure 13.  NTX injector and magnetic final-focus lattice with selected areas cut away to
reveal interior components.
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Figure 14.  Envelope simulation of transport in NTX magnetic lattice.
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Figure 15.  Symmetrical magnet model with a half octant shown.
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Figure 16.  Dominant (a) quadrupole and (b) pseudo-octupole coefficients for the
multipole decomposition ...)2cos()()2cos()(),,( 3

31 ++=⊥ θθθ rzGrzGzrB
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Figure 17.  Concept for correcting coil winding errors. (a) Single-
layer coil normally introduces error currents due to incomplete
current loops.  (b) Adding a diagonal lead-out can correct this

problem and produce nearly perfect fields.
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Figure 18.  NTX beam-pipe eddy currents and magnetic fields from 2-D finite-element
analysis.  The linear dimensions indicate the beam-pipe thickness.
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Figure 19.  Photograph of an NTX magnet during fabrication.
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Θ All windings have
circular cross sections.
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Figure 20.  Illustration of the
orientation of the windings on the

magnetic-field probe.  All
windings have circular cross

sections and consist of two layers
with ten tens each.
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Figure 21. Oscilloscope traces of the probe output when the supporting cylinder is rotated to place
probes at center of the quadrupole windings. The left traces are from loops oriented to sense radial

flux, and the right traces are from loops sensing azimuthal flux.
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Figure 22.  Magnet current along with the intergrated and calibrated radial field (left), and the
corresponding azimuthal field (right).
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Figure 23.  Calculated and measured NTX quadrupole gradients.



49

Figure 24.  NTX cathode-arc plasma sources mounted on beam pipe.  Plasma is
injected in the path of the ion beam through openings in the aluminum metal

shield.  The shield is designed to reduce the magnetic field at the location of the
ion beam, to limit plasma entering the quadrupole region, and to prevent

macroparticles from the source from entering the beam region.
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Figure 25.  Ion current signal from the two cathode-arc plasma
sources, each operating with 450 A arc current and fed by the

same pulse-forming network.
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Figure 26.  Aluminum ion current of ten successive arc pulses
collected by an ion collector at the location of the NTX ion beam.
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Figure 27.  Each point on the IV characteristic is taken from a single shot of the cathode-
arc plasma source.  The shot-to-shot variability produces a spread in the data.  The ion

saturation current can be used to determine the plasma density.



53

Figure 28.  Ion saturation current as a function of NTX cathode-arc dischage
voltage. The plasma density varies proportionally with this current.
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Figure 29.  Axial profile of the plasma density as a function of longitudinal
position near the plasma entry ports.
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Figure 30.  PPPL rf Argon plasma source before installation.
Plasma is created in the six-way cross along the ion-beam path.
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Figure 31.  Time evolution of neutral gas pressure and plasma electron density (solid
circles) in the pulsed plasma source.  One upgrade under consideration is replacing the
gas valve with a faster one to reduce the length of the gas puff and the total amount of
gas into the system.  Another upgrade would use a pulsed rf supply to increase the rf

power level.
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Figure 32.  Plasma density profile transverse to the plasma source in the six-way cross.
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Figure 33. Plasma density in the transverse direction, towards the rf power source,
showing a steep gradient.
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Figure 34. Electron density in the center of the cross as a function of rf power.
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Figure 35.  Experimental results and simulations of NTX beam profile and
phase-space distribution at exit of channel.
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Figure 36,  Numerical results (above) and camera images (below) of NTX beam profiles
as function of energy.
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Figure 37.  Numerical results (right) and camera images (left) of NTX beam profiles as
function of quadrupole field configuration.
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Figure 38.  Experimental (top) and theoretical (bottom) NTX beam profiles for a non-
neutralized beam 1 m downstream from the exit of the final-focus system.
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Figure 39.  Comparison of a radial density profiles from an unneutralized NTX shot with a
theoretical profile (magenta) from an LSP simulation.
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Figure 40.  NTX spot-size dependence on neutralization mechanism.  All image boxes are
4-cm by 4-cm squares.
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Figure 41.  Calculated (a) radius and (b) emittance of NTX beam from WARP-LSP simulations of
neutralization by a plasma plug alone and combined with a volume plasma near the focal point.

The rms focal-spot radius is 1.3 mm with the plug only and 0.9 mm with both plasmas.
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Figure  42.  Comparison of radial density profiles from two plasma-neutralized NTX shots with a
theoretical profile (magenta) from an LSP simulation.
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Figure 43.  Analog (pinhole) simulation (left) and WARP calculation
(right) of fully neutralized NTX beam focused to a small spot.  Each

image box is a 4-cm by 4-cm square.


